WRAS

Water Regulations Advisory Scheme

This certifies that

SIRAI ELETTROMECCANICA SRL

has had the undermentioned product examined, tested
and found, when correctly installed, to comply with
the requirements of the United Kingdom Walter
Regulations/Byelaws (Scotland).

"L112Q01", LATCHING SOLENOID VALVE. SIZE: M24.

Reference sﬁﬂum‘ be marﬂ'e to the accompanying acceptance letter for installation reqmrememv

The product so mentioned will be fisted in the
Water Fittings and Materials Directory
for & period until:

15 JUNE 2010

0506103

fertificate ha,
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Water Regulations Advisory Scheme

This certifies that

SIRAI ELECTROMECCANICA SRL

has had the undermentioned product examined, tested
and found, when correctly installed, to comply with
the requirements of the United Kingdom Water
Regulations/Byelaws (Scotland).

L172, L272, L372 RANGES OF SOLENOID VALVES.

Reference should be made to the accompanying acceptance letter for installation requirements

The product so mentioned will be listed in the
Water Fitlings and Malerials Directory
for a period untit:

25 JANUARY 2011

0601079

Certificate No,




Water Regulations Advisory Scheme

This certifies that
SIRAI ELETTROMECCANICA SRL

has had the undermentioned product examined, tested
and found, when correctly installed, to comply with
the requirements of the United Kingdom Water
Regulations/Byelaws (Scotiand).

L1800Q34, LATCHING TYPE IN-LINE BRASS BODIED SOLENOID
VALVE WITH 3/8" BSP INLET & OUTLET CONNECT.

Reference should be made to the accompanying acceptance letter for installation requirements

The product so mentioned will be listed in the
Water Fittings and Materials Directory
for a period untif:

15 JUNE 2010

2506104

Ceptificate No,
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WRAS

Water Regulations Advisory Scheme

This certifies that

SIRAI ELETTROMECCANICA SRL

has had the undermentioned product examined, tested
and found, when correctly installed, to comply with
the requirements of the United Kingdom Waler
Regulations/Byelaws (Scotland).

"L180 Q31, L180 Q32, L180 Q34", RANGE OF IN-LINE, INDIRECT
ACTING BRASS BODIED SOLENOID VALVES, SUITABLE FOR HOT
AND COLD WATER USE WITH ‘2" BSP INLET AND OUTLET.

Reference should be made to the accompanying acceptance letter for installation requirements

The product so mentioned will be listed in the
Water Fittings and Materials Directory
lor a period untif:

20 JANUARY 2009

0401029

Certificate No,
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Chairman, Test and Assessment Group







